SilentiumPC Fera 5 (SPC303)

Fera 5 is a new SilentiumPC CPU cooler implementing Synergy Cooling technology. It’s an all-new, asymmetrical heatsink with densely packed fins, optimized heatsink base and four direct-touch heatpipes, combined with new Fluctus 120 PWM fan with improved bearing and excellent acoustics. In addition to single fan Fera 5, a twin fan Fera 5 Dual Fan model with 2× Fluctus 120 PWM fans will be available. Fera 5 series coolers are covered by 6-year manufacturer warranty.

Fera 5 and Fera 5 Dual Fan are first two models of a new generation of SilentiumPC cooling systems. They are equipped with high performance, silent Fluctus 120 PWM fans. Both are based on a dense asymmetrical aluminium fin stack with four copper heatpipes directly touching the CPU. Thanks to direct touch technology, heat can be quickly moved to 56 uniquely profiled fins, forming an air tunnel.
Fera 5 heatsink is asymmetrical and optimized to work best with one airflow direction. This results in lower CPU temperatures and better acoustic performance (lower sound pressure). Thanks to its compact dimensions, Fera 5 does not overhang RAM slots on modern desktop platforms and is compatible with any height of RAM modules.

Fluctus 120 PWM fan
Fera 5 is equipped with one or two (Fera 5 Dual Fan) Fluctus 120 PWM fans. Unique fan blades with serrated leading edges create high static pressure required for a dense heatsink, high airflow, excellent acoustic performance and psychoacoustic noise reduction. Fluctus 120 PWM is equipped with a modern, long-life FDB bearing (MTBF 100 000 h) and all-axis rubber vibration dampeners.

Rotational speed of Fluctus 120 PWM fans can be adjusted from 300 (±100) to 1800 (±10%) rpm, giving enthustiasts wide flexibility in tailoring Fera 5’s performance to their needs. Thanks to a fan stop feature it’s possible to create a custom semi-passive mode.
Synergy Cooling technology

Fera 5 and Fera 5 Dual Fans have been created thanks to SilentiumPC’s partnership with Synergy Cooling. Piotr Pietras, Chief Engineer of Synergy Cooling, has designed the unique technical solutions and psychoacoustic optimizations (patent pending) powering the Fluctus 120 PWM fans. Fera 5 heatsink with its high fin density and special fin profile has been co-designed with the fans. Synergy Cooling technology used in Fera 5 will also be available in further premium SilentiumPC CPU coolers, coming later in 2021. Fluctus 120 PWM fans will also be available for purchase separately.
Easy mounting system

Fera 5 comes with a newly designed mounting system that ensures a better mounting pressure, which is a key factor in cooling performance. This new system has fewer parts, allows for mounting the cooler in any direction, and is easier to install thanks to no loose parts.

Fera 5 cooler is bundled with a tube of Pactum PT-3 thermal interface material, sufficient for several applications. Also included is a second set of fan mounting clips, allowing users to upgrade the single fan model to a push-pull configuration.

Wide compatibility

Fera 5 cooling systems are compatible with all popular CPUs, including AMD sockets AM4, AM3(+), AM2(+), FM2(+), FM1; and Intel sockets: LGA 1700, LGA 1200, LGA 1150, LGA 1151, LGA 1155, LGA 1156, LGA 2066, LGA 2011-3 (square ILM), LGA 2011 (square ILM), LGA 775, LGA 1366.
Scope of delivery:
· asymmetrical Fera 5 heatsink,
· one Fluctus 120 PWM fan,
· Pactum PT-3 thermal compound, 1,5 g tube,
· mounting hardware,
· two sets of fan mounting clips,

· printed manual.

Important features:
· asymmetrical heatsink with 56 densely packed fins,
· four direct-touch heatpipes,
· high performance, silent Fluctus 120 PWM fan with Synergy Cooling technology,
· wide range rotational speed adjustment with optional semi-passive mode,
· all-axis rubber vibration dampeners,
· wide case compatibility thanks to 155 mm height,
· compact build with full RAM modules clearance,
· easy and secure mounting system supporting all popular CPUs,
· bundled Pactum PT-3 thermal compound,
· 6 year warranty.
Fera 5 – specifications:
· Product code: SPC303

· EAN: 5903018662862

· Dimensions: 155×127×77 mm

· Weight: 562 g

· Recommended TDP: 220 W

· Type: tower

· Heatpipes: 4

· Fan: Fluctus 120 PWM
· Fan speed: 300 (±100) – 1800 (±10%) rpm.

· Fan bearing: FDB

· Fan MTBF: 100 000 h

· Fan connectors: 4-pin PWM (male and female)

· Intel socket compatibility:

LGA 1700 
LGA 1200 / 1151 / 1150 / 1155 / 1156


LGA 2066 / 2011-3 (square ILM) / 2011 (square ILM)


LGA 1366 / 775

· AMD socket compatibility:


AM4


AM3(+) / AM2 (+) / FM2(+) / FM1

· Warranty: 72 m

